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Part
Number Mounting Lens

Colour
LAP1220R65MAG Magnetic Amber

LAP1220R65SP Single Point Amber

LAP1220CR65/MAG Magnetic Clear

LAP1220CR65/SP Single Point Clear

MAIN FEATURES
•  Multi-voltage (10-30V)

•  Amber and clear polycarbonate lens

• �Available�in�magnetic�and�single�point�fixings

• �Single�flash�meets�R65�approval

• �Dimensions:�297�(L)�x�175�(W)�x�53mm�(H)

•  Current consumption: 1.4A @ 12V, 0.7A @ 24V

• �Manufactured�with�20�x�3W�LEDs

40mph
64kph

MAX

MAIN FEATURES
•  Multi-voltage (10-30V)

•  Clear polycarbonate lens

• �40mph�rated�on�magnetic�version

• �Single�flash�meets�R65�approval

• �Dimensions:�310�(L)�x�159�(W)�x�75mm�(H)

• �Manufactured�with�72�x�0.5W�amber�LEDs

Part
Number Mounting Current @

12V / 24V
LAP1272AC/MAG Magnetic 3.0A / 1.5A

LAP1272AC/SP Single Point 3.0A / 1.5A

40mph
64kph

MAX

KEY POINTS

LAP1272AC RANGE

LAP1220R65 RANGE

KEY POINTS

LAP1272AC & LAP1220R65 Mini LED Lightbars


